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Technical Specifications

Voltage:AC 100V~240V...50/60Hz Electronic ballast &
(Electronic ballast also available) Omega clamp available
Rated Power: 1450W

DMX512 Mode: 18 channels

Lamp

MSR1200 SA

Luminous Flux: 96,000Lm
Color Temperature: 6000K
Average Lifespan: 750 hours

Optical System

Zoom: Electroniclinear zoom 13° -44°
Dimmer: Smoothdimmer 0-100%

Strobe: Variable speed (1-10 flashes/sec)
(plus random strobe effect)

Remote lamp on/off

Variable Frost

Working Mode
DMX512Pan/Tilt

Pan 540° Tilt 280°
Pan/Tilt speed
Micro-step (8/16 bit)
Position auto-correction

Color Wheel 1
7 dichroic-filters,CTF 6000K plus white
Step/linear rotation
(plus bi-directional rainbow-flow effect)
Color Wheel 2
7 dichroic-filters,CTF 6000K plus white
Step/linear rotation
(plus bi-directional rainbow-flow effect)

CMY System

CMY color-mixing
Color Temperature: Variable 3200-6000K(0-100%)
Color Temperature/CMY speed

Color Temperature: Varaible (0-100%) Dimensions
Color temperature/CMY speed Q M & L 506mm
@ W 475mm
512 H 690mm

Weight 58Kg




Spot 575 -

Technical specifications

Voltage: AC...100/110/120V, 50/60Hz
AC...220/230/240V, 50/60Hz

Fuse:TI0OA@ 120V, T6.3A@230V

Rated Power: 850W

DMX512 Channel: 16CHS

Lamp

MSR575/2 GX9.5

Luminous Flux: 49,000Lm

Color Temperature: 7200K

Average Lifespan: 1000hrs

Optical System

Focus: Electronic linear focus

Zoom: Electronic multi-step zoom (15° . 187 | 22°)

Dimmer: Smooth dimmer 0-100%

Strobe: Variable speed (1-10 flashes/sec)

Remote lamp on/ofT

Working Mode Dimensions

DMX512 & Automatic oM L 379mm

Pan/Tilt @ il AZSmm
o y s H 476mm

Pan 530°  Tilt 280 512 Weight 36.5kg

Pan/Tilt speed

Micro-step (8/16 bit)

Position auto-correction O @ . @
Rotating Gobo Wheel O :

2 glass gobos, | 3D-glass gobo & 3 metal gobos O ﬁs}%

@@

Op@

(interchangeable)

Bi-directional rotation & 0° -540° indexing

Fixed Gobo .
9 metal gobos i zooM g
(interchangeable) .
Gobo-flow effect i \)
Color Wheel 1

9 dichroic-filters & white Beam angle 18°

Rainbow-flow effect _ 6220 1450 &30 A
Color Wheel 2 ¢ _. B EEEmmE : *

7 dichroic-filiers, CTF 3200K, CTF 6000K & white go-—— " U L B =
Prism (3-facct) g’ 1 o 1 = '\J - I"_\/I,

3 . <
: e B ; i = P . % 5 10 15 20 Distance {m)
Bi-directional rotation with variable speed i3 417 e 6.34 Diameter ()




Wash 575

Technical specifications

Voltage: AC...100/110/120V, 50/60Hz
AC...220/230/240V, 50/60Hz

Fuse: TIOA@120V, T6.3A@230V

Rated Power: 850W

DMX512 Channel: 16CHS

Lamp

MSR575/2 GX9.5

Luminous Flux: 49,000Lm

Color Temperature: 7200K

Average Lifespan: 1000hrs

Optical System

Zoom: Electronic zoom (7° -28%)

Dimmer: Smooth dimmer 0-100%

Strobe: Variable speed (1-10 flashes/scc)

Remote lamp onfoff
Working Mode ) ) y
; Imensions
DMX512 & Automatic O~

L 379mm

Pan/Tilt W 428mm
e ; H 476mm 512 I
Pan 530°  Tilt 280° Weight 36 5kg |

Pan/Tilt speed
Micro-step (8/16 bit)
Position auto-correction
Color Wheel 1

4 dichroic-filters, UV, CTF 6000K, CTF 3200K & white Q
Rainbow-{low effect 7 < \/
CMY System A 4
CMY color-mixing
CMY speed Beam angle 28°
" 598 155 [s7 36 Foot-candles
[7 CMY color-mix macros . 5400 1660 720 _38BLUX
o y L] &
Effect Wheel £ . A B
2 . G £ o £ [ I |
Frost filter & rectangular beam effect B o= :J |l : i }. ! =
o | 1 - |
. . i - \ | [
(with rotation =90° ) 2 3t Jj — v e/
5 10 15 20 Distance (m)
249 4.99 Tar 9.97 Diameter (m)
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